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seleccionar Consulta Tipo DN l D D1 D2 novio z-φd h Hacer

Z45T/W-10 40 165 145 110 85 18-3 4-18 240 140

Z45T/W-10 50 178 160 125 100 20-3 4-18 295 160

Z45T/W-10 65 190 180 145 120 20-3 4-18 320 160

Z45T/W-10 80 203 195 160 135 22-3 4-18 350 200

Z45T/W-10 100 229 215 180 155 22-3 8-18 390 200

Z45T/W-10 125 254 245 210 185 24-3 8-18 440 240

Z45T/W-10 150 267 280 240 210 24-3 8-23 490 240

Z45T/W-10 200 330 335 295 265 26-3 8-23 620 320

Z45T/W-10 250 380 390 350 320 28-3 12-23 735 320

Z45T/W-10 300 420 440 400 368 28-4 12-23 840 400

Z45T/W-10 350 450 500 460 428 30-4 16-23 955 400

Z45T/W-10 400 480 565 515 482 32-4 16-25 1100 500

Z45T/W-10 450 510 615 565 532 32-4 20-25 1175 500

Z45T/W-10 500 540 670 620 585 34-4 20-25 1440 500

Z45T/W-10 600 600 780 725 685 36-5 20-30 1585 500

Z45T/W-10 700 660 895 840 800 40-5 24-30 1717 900

Z45T/W-10 800 720 1010 950 905 44-5 24-34 1877 900

Z45T/W-10 1000 840 1220 1160 1115 49-4 28-34 2343 1000


