GB wafer butterfly valve

StDrEchEal 0,6 MPa 1,0 MPa 1.6MPa 2.5MPa 4,0 MPa 6.3MPa 10,0 MPa
Diametro length
seleccionar Consulta Diametro ooo ooo ooo Ze ooo ooo Zv ooo Z-e DDDDD
™Wou 2 om (I\Z/I- S FlEeln?ge (I\Z/I- S FIEI.Ege (1%/1- S FE\Ege ™ FEaEge 1 (1Zvi;pd FlDalEge D1 M FlEeluEIge D1 (M Flange
hole no hole no hole no )d hole no hole no d hole no d h:;e

50 43 43 110 | 4-¢14 | 4 | 125  4-¢18 4 | 125 | 4-918 4 | 125 |4-¢18 4 125 4-¢18 4 | 135 4-M20 4 |145|4-M24 | 4

65 46 46 130 | 4-914 4 | 145 4-918 | 8 | 145 | 4-918 8 | 145 | 4-¢918 | 8 | 145 4-¢18 8 | 160  4-M20 8 | 170 | 4M24 8

80 49 64 150 | 4-918 4 | 160 4-918 | 8 | 160 | 4-918 8 | 160 | 4-918 | 8 160 4-¢18 8 170 4-M20 8 180  4-M24 8

100 56 64 170 | 4-918 4 | 180 4-918 | 8 | 180 | 4-918 8 | 190 | 4-¢922 | 8 190 4-¢22 8 | 200 4-M24 8 210 4-M27 8

125 64 70 200 | 4-918 8 | 210 | 4-¢18 | 8 | 210 | 4-¢18 8 | 220 | 4-¢926 8 220 | 4-¢26 | 8 | 240 | 4-M27 8 | 250  4-M30 8

150 70 76 225 | 4-¢18 | 8 | 240  4-922 8 | 240 | 4-922 8 | 250 | 4-926 8 | 250 | 4-926 8 | 280 | 4-M30 8 | 290  4-M30 12

200 71 89 280 | 4-¢18 8 | 295 | 4-¢22 8 | 295 | 4-¢22 12| 310 | 4-¢26 12 | 320 | 4-M27 | 12 345 | 4-M33 | 12 360  4-M33 | 12

250 76 114 335 | 4-¢18 | 12 350 | 4-¢22 | 12| 355 | 4-¢26 12 | 370 | 4-¢30 12 385 | 4-M30 | 12 400 | 4-M33 | 12 430  4-M36 12

300 83 114 395 | 4-922 | 12 400 | 4-¢22 |12 | 410 | 4-¢26 12 | 430 | 4-M27 | 16 A 450  4-M30 16 460  4-M33 16 500  4-M39 | 16

350 92 127 445 | 4-¢922 | 12 @ 460 | 4-M20 | 16 = 470 | 4-M24 | 16 @ 490 H 4-M30 16 510 | 4-M33 ' 16 525  4-M36 | 16 560 | 4-M45 16

400 102 140 495 | 4-M20 | 16 = 515 | 4-M24 | 16 = 525 | 4-M27 | 16 | 550 | 4-M33 | 16 585 | 4-M36 16 585  4-M39 | 16 620 | 4-M45 16

450 114 152 550 | 4-M20 | 16 & 565 | 4-M24 20 | 585 | 4-M27 20 600 | 4-M33 20 610 | 4-M36 | 20 - - - - -

500 127 152 600 | 4-M20 20 620 | 4-M24 20 650  4-M30 20 660 | 4-M33 |20 670  4-M39 20 - - - - -

600 154 178 705 | 4-M24 | 20 725 | 4-M27 20| 770 | 4-M33 20| 770 | 4-M36 20 | 795 | 4-M45 | 20 - - - - -

700 165 229 810 | 4-M24 24 840 @ 4-M27 24 840 | 4-M33 24| 875 4-M39 24| - - - - - - - -

800 190 241 920 | 4-M27 | 24 950 | 4-M30 | 24 | 950 | 4-M36 24 | 990  4-M45 24 - - - - - - - -

900 203 241 1020 | 4-M27 | 24 | 1050 | 4-M30 | 28 A 1050 H 4-M36 28 | 1090  4-M45 28 - - - - - - - -
1000 216 300 1120 | 4-M27 | 28 | 1160 # 4-M33 | 28 A 1170 | 4-M39 | 28 | 1210  4-M52 28 | - - - - - - - -
1200 254 360 1340 | 4-M30 | 32 | 1380 | 4-M36 | 32 | 390 | 4-M45 | 32 1420 § 4-M52 | 32 - - - - - - - -
1400 279 390 1560 | 4-M33 | 36 | 1590 | 4-M39 | 36 | 1590 H 4-M45 36 | 1640  4-M56 36 - - - - -
1600 318 440 1760 | 4-M33 | 40 | 1820 # 4-M45 | 40 A 1820 H 4-M52 40 | 1860 @ 4-M56 40 | - - - - - - - -
1800 356 490 1970 | 4-M36 | 44 | 2020 K 4-M45 | 44 2020 K 4-M52 44 | 2070  4-M64 44 - - - - - - - -
2000 406 540 2180 | 4-M39 | 48 | 2230 | 4-M45 | 48 | 2230 | 4-M56 | 48 # 2300 | 4-M64 | 48 @ - - - - - - - -
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